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Technical Specifications VSP440



Hearing Aid Analyzer: EN 60118-0, EN 60118-7, ANSI S3.22.

Frequency Range: 100-10000Hz.

Frequency Resolution: 1/3, 1/6, 1/12 and 1/24 octave or 1024 point FFT.

Frequency Accuracy: ± 1%.

Sweep Speed: 1.5 - 12 sec.

Stimulus Signal: Warble Tone, Pure Tone, Random noise, Pseudo random noise, Band limited white 
noise, Chirp, ICRA, Real Speech, any other sound fi le (automatic calibration available).

Stimulation 
Intensity Range:

40-100 dB SPL in 1 dB steps.

Intensity accuracy: ± 1.5 % dB

Stimulus Distortion: Less than 1 % THD.

Coupler Microphone 
Ranges:

40-145dB.

FF Loudspeaker Out-
put:

Max 6 W into 8ohms, max 10 W into 4 ohms.

Telecoil drive in Test 
box:

10 – 100 mA/meter.

Battery Simulator: Standard types are selectable, Custom types within 1.1 – 1.6 V, 0 – 25 Ohm range.

Test box: Built-in test box holds telecoil drive as well as special dual speaker set for checking 
directional microphone function.

PreProgrammed 
Protocols: 

HIT module comes with a set of Test Protocols loaded. Additional Test Protocols can 
be designed by user, or easily imported into the system.

Compatible Software: NOAH 3, OtoAccess™.

Available Tests: IEC118, ANSI 3.22, Custom - OSPL90 - Full On Gain - Input/Output - Attack/Recovery 
Time - Reference Test Gain - Frequency Response - Equivalent Input Noise - Harmonic 
Distortion - Intermodulation Distortion - Battery Current Drain/Battery Life Time - Mi-
crophone Directionality - Coil Frequency Response - Coil Harmonic Distortion - 
Coil Full-On Gain Response

Included Parts: Affi nity2.0 HIT440 CD
2CC coupler with microphone and adaptors for
ITE, BTE and Body Style HA
Battery Adapters BAA675, BAA13, BAA312,
BAA10, BAA5 
Coupler seal wax
Reference Microphone
Standard USB Cable
Power Cable 120 or 230V
Operation Manual

Optional Parts: Couplers 1.2CC and 0.6CC: ITE, BTE, Body
Ear Simulator
TBS25M External Test Chamber incl. cables.
ACC60 Affi nity carrying Case
Calibration Adaptor

Affi nity2.0
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Safety Standards: EN 60601-1, Class I, Type B, UL 2601-1, CAN/CSA-C22.2 No. 601.1-M90, 
EN 60601-1-1. EMC: EN 60601-1-2.

Medical CE-mark: The CE-mark indicates that Interacoustics A/S meets the requirements of the Annex II of 
the Medical Device Directive 93/42/EEC. Approval of the quality system is made by TÜV 
– identifi cation no. 0123. 

Computer 
Communication:

Built-in USB1.1 computer interface. Optical isolation available.

PC Minimum 
Requirements:

General: 1.2 GHz Pentium 4 class CPU (or better) with at least 512 MB ram, DVD drive, 
USB connector.
Display: minimum resolution of 1024x768 with hardware accelerated DirectX/Direct3D 
graphics card. 
Disk Space: At least 1GB available space
Processor/clock speed: 800 MHz Pentium 3 or better
Operating System: 98 SE/2000/ XP/ME.

Construction: Painted metal cabinet bottom and moulded plastic top.

Weight: 5.5 kg / 12.1 lbs.

Dimensions: (WxDxH): 42x38x15 cm / 16.5x15x5.5 inches

Affi nity2.0

Hardware

Read more here:
www.interacoustics-us.com/us/Affi nity



Related products: 

• TBS25 External Test Chamber

Products in this group:

• Affi nity2.0 hardware

• HIT440 Hearing Instrument Testing 
module

• REM440 Real Ear Measurement 
module

• AC440 Audiometry module

• VSP440 Visible Speech Mapping and 
Counselling module

Read more here:
www.interacoustics-us.com/us/Affi nity

Sales and service in your area:
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Interacoustics – the best choice

With over 40 years of experience, Interacoustics is dedicated to supplying its custom-

ers with the best possible solutions for their audiologic needs. This is accomplished by 

maintaining a continuous dialogue with healthcare professionals working in all sectors 

of audiology. Our equipment meets the highest possible engineering standards and we 

provide design know-how that can only come from close contact with clinical practice.

Solutions on every scale

Designing equipment for every size of clinic in so many countries puts us in the unique 

position of being able to offer solutions that fi t your requirements exactly. Audiometry, 

tympanometry, electrophysiology, hearing aid testing, balance investigation are all within 

our scope and can be integrated to suit your needs.

Design for diagnosis

We design equipment to make testing and interpretation easier. This means better inter-

faces, well designed screen layouts, printed reports and interaction over networks with 

databases and electronic records systems. In most cases, you can confi gure the settings 

and layout yourself.

Support worldwide

The Interacoustics name is not only your guarantee of quality and functionality, but also 

for support. We operate in over 100 countries worldwide through a well coordinated 

network of distributors and service centres to ensure that you receive total support and 

service.
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Phone: 1-800 947 6334 · Fax: 1-952-903-4200
E-mail: info@interacoustics-us.com
7625 Golden Triangle Drive, Eden Prairie, MN 55344
Web: www.interacoustics-us.com

Interacoustics USA


