
DD45
Audiometric Headphone 

®

l e a d i n g  d i a g n o s t i c  s o l u t i o n s

Interacoustics®

- Meeting all relevant standards 

NEW!



l e a d i n g  d i a g n o s t i c  s o l u t i o n s

DD45
Audiometric Headphone

®

l e a d i n g  d i a g n o s t i c  s o l u t i o n s

Interacoustics®

DD45

• Designed and approved for use in 
audiometric and related applications

• RoHS compatible 

• Patient friendly 

• Robust

• Collapsible

• Accommodates young and adults

The DD45 consists of a new set of RoHS compat-
ible dynamic transducers, meeting all relevant 
standards as well as a new concept in Headband 
Design. The DD45 is fl exible and collapsible for 
portable audiometers and more comfortable for 
clinical testing where the patient may be stressed 
during long test times. 

Patient comfort 
The old-fashioned look known from classical 
audiometric headphones is gone. The soft 
cornered headband and foam cover will give the 
patient a comfortable experience compared to 
traditional headbands. The pleasant look and 
feel of this headphone is what clients expect and 
deserve when they become patients in a modern 
and professional clinic or HA offi ce.

Patient safe 
The DD45 headset facilitates a high degree of 
patient comfort and safety. All together the well 
shaped headband, the exchangeable headband 
cover and the trunions, which are fi xed to the cap 
shells, ensure a high level of mechanical stability . 
DD45 meets the EU-directive 2002/95/EC (RoHS), 
meaning it is free of led, mercury, chrome and 
PBB.

Infection Control and disinfection
The headband is equipped with exchangeable 
headband padding, which is easily cleaned and 
the earphone receivers will match traditional 
earphone covers.

Collapsible headband
One of the greatest achievements with DD45 is 
the collapsible headband. This allows greater ease 
in fi tting the headset into carrying cases along 
with the accessories.  Additionally, the soft shape 
and choice of materiel prevent the scratching and 
damage to the audiometer during transportation.

Audiometric Headphone

Typical frequency responses at 1 mW:

Accommodates young and adults



Read more here:
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Technical Specifi cations
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Standards: ANSI S3.6-1989; IEC 60645-1, IEC 60645-2.

Earphone receiver: Dynamic moving coil, special built for audiometry

Nominal impedance: 10 Ohm

Application force: 4,5N  +/-   0.5 N

Frequency response: 100 Hz – 8 kHz

Linearity: Linear up to 500mW

Sensitivity: Typically 106.7 dB SPL re. 20 µPa output with 1 mW input, f= 1 kHz

Harmonic 
distortion:

Below 1 % at 120 db SPL, f=1 kHz

Weight complete: 410 gram  ( 0.9 lbs)

Connection cable 
length:

IEC-M41 dual earphone cord red and blue plugs
200 cm   (6.5   ft)

Cable connector: 6.3mm red and blue ¼ inch jack connectors

Environmental: RoHS compatible
- Led and nickel free
- Bio compatible

Earphone cushions: DD51

Ordering information:

Part no:
80043201 
80044901
80042801
80045701
80045601
80041001
80044901 
80003401

DD45 audiometric headset (Complete audiometric headset with dual earphone cord)
DD45C contra lateral headset (Single earphone headset for contra lateral refl ex test)
DD45 dynamic earphone receiver 10 Ohm
DD45PA Peltor with DD45 and cords
DD45AA Amplivox noise excluders with dual earphone cords
DD51 earphone cushion
HBA audiometric headband
HBC contra lateral headband

Physical dimensions 
of the transducer 
DD45 [mm]:

Contra lateral headset


